
SUPA-STRIKE

Typical Properties
Appearance - Thin amber liquid 
Odour - Kerosene
Specific Gravity @ 20ºC - 0.84
Kinematic Viscosity @ 21C - 6.5c/St
Solubility - Emulsifies in water at ratio 1:1

Packaging
Available in 25ltr and 205ltr drums

Transport
This product is not considered hazardous for transportation purposes.

Health & Safety
See the Material Safety Data Sheet for full details.

Legal Disclaimer
The above information is based on the present state of our knowledge of the product at the time of publication.  It is given in good faith, no warranty is 
implied with respect to the quality or the specification of the product.  The user must satisfy himself that the product is entirely suitable for his purpose.
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Fender Steel
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20 Midland Road
Scunthorpe
North Lincolnshire
DN16 1DQ
Tel: 01724 840609
Fax: 01724 281902
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BCS Products
Caenby Corner
Industrial Estate
Hemswell Cliff
Nr. Gainsborough
Lincolnshire  DN21 5TU
Tel: 01427 668187
Fax: 01427 668012

Fender Steel
Unit 16A
Enterprise Park,
Bergon Way
Sutton Fields Ind. Est.,
Hull  HU7 0YG
Tel: 01482 820620
Fax: 01482 820621

Fender Steel
Unit A5
Astra Park
Parkside Lane
Leeds  LS11 5SZ

Tel: 0113 270 4555
Fax: 0113 270 4666

Fender Steel
5 Crofton Court
Portrack Lane
Stockton-on-Tees
Cleveland  TS18 2QR

Tel:  01642 603123
Fax: 01642 674892

Fender Steel
5a Freezemoor Road
Houghton le Spring
Sunderland
Tyne & Wear  DH4 7BH

Tel: 0191 512 6749
Fax: 0191 584 6547

BCSFENDER

Our expertise is fitting all the pieces together


